
All components subject to 

wear are manufactured from 

ni-hard and chromed cast 

iron with a hardness of 

between 500 and 650 

HB as well as from special 

manganese and chrome alloys. 

“LARIO®” ironclad pumps are 

produced using 

only reliable 

high quality 

components 

guaranteeing 

perfect 

absorption, 

even in extreme 

working conditions. 

Replacement spare 

parts are always readily 

available to reduce 

machinery down time.

Pompa ad albero verticale / Vertical shaft pump

IRONCLAD PUMPS 
FOR LIQUID 
AND ABRASIVE
SOLID MIXTURES

“LARIO®” ironclad pumps are known for

their well-researched design, reliability,

performance, strength and flexibility.  

Extensive experience and technical exper-

tise mean our long-lasting pumps offer an

excellent cost-to-lifetime and quality-to-

strength ratio.      

DRAGHE LARIOsrl

23862 CIVATE (LC) - ITALY

via dei Sassi, 4

tel. +39 0341 550366

fax +39 0341 551648

www.draghelario.it

draghelario@draghelario.it
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POMPE CORAZZATE 
PER MISCELE 
DI LIQUIDO E SOLIDO 
ABRASIVO

Massima affidabilità, ottime prestazioni,

sicura resistenza, costante ricerca, 

intelligente flessibilità, hanno contribuito

all’affermazione delle pompe corazzate

“LARIO®” ormai notissime agli utilizzatori

più qualificati. L’esperienza e le capacità

tecniche acquisite in anni di attività

hanno dato vita a pompe longeve 

con l’impiego, per le parti d’usura, 

di particolari ghise speciali “ni-hard”

ed al cromo che, convenientemente

trattate, raggiungono durezze

tra i 550 e 650 HB, nonché

di speciali leghe d’acciaio

al manganese e al cromo che

offrono vantaggi per talune

applicazioni. 

Ecco così raggiunto l’obiettivo 

del miglior rapporto prezzo/durata 

e qualità/robustezza.

La meccanica delle nostre pompe 

corazzate si avvale di componenti 

ottimamente dimensionati e affidabili 

che garantiscono il corretto assorbimento

anche di sovrasollecitazioni a cui 

possono essere sottoposti.

La disponibilità per la consegna è data

normalmente in brevissimo tempo, costi-

tuito unicamente da quanto strettamente

necessario per l’allestimento.

È inoltre assicurata la disponibilità 

immediata di tutti i ricambi originali, 

controllati e garantiti per evitare qualsiasi

arresto delle macchine non programmato.

Pompa dragante / Dredging pump
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POMPE AD ALBERO ORIZZONTALE
È la soluzione più diffusa per semplicità e robu-
stezza. Le pompe ad albero orizzontale trovano
applicazione sulle draghe a pompa comunemente
utilizzate per l’escavazione di inerti in cave e per
il dragaggio portuale o marino. Si utilizzano
anche per il pompaggio su lunghe distanze di
miscele di liquido e minerali vari, di acque conte-
nenti sabbie, ghiaie, limi e argille e per
l’alimentazione di cicloni primari classificatori.
L’installazione è in genere eseguita sotto battente
oppure, se ciò non è possibile, ricorrendo a spe-
ciali valvole di fondo.
È disponibile una vasta gamma di pompe con
bocche di mandata da 75 mm (3”) a 500 mm
(20”) e portate da 60 a 4000 m 3/h.

POMPE AD ALBERO VERTICALE
Le pompe ad albero verticale, derivate da quelle
orizzontali, sono frequentemente impiegate in fon-
derie, industrie siderurgiche e chimiche, garanten-
do un’ottima durata anche in condizioni di eserci-
zio molto gravose. Trovano applicazione anche
nel pompaggio di miscele di acque con scaglie
metalliche di laminazione.
Opportuni dispositivi favoriscono la miscelazione
dei componenti costituenti la miscela da pompare
anche quando il solido tende a decantare sul fondo
del pozzetto ove normalmente si installa la pompa.
La gamma oggi disponibile prevede bocche di
mandata da 75 mm (3”) fino a 180 mm (7”) e por-
tate da 60 a 500 m 3/h che permettono di soddi-
sfare la maggior parte delle esigenze applicative.

POMPE SPECIALI SUBACQUEE
Sicure e versatili, soddisfano particolari requisiti
quali ad esempio il funzionamento subacqueo a
profondità sino a 80 m.
Trovano ideale applicazione su mezzi subacquei
posacavi e posa tubi, su draghe convenzionali o
speciali per migliorare i rendimenti e le produzioni
conseguibili rispetto ai metodi tradizionali. Le ver-
sioni più piccole, trovano applicazione diretta, ad
esempio, sul braccio di scavo di un escavatore
idraulico per consentire, con notevole vantaggio
economico, piccole operazioni di bonifica o di
rimozione di materiali giacenti in profondità.
Le pompe subacquee attualmente disponibili preve-
dono bocche di mandata da 75 mm (3”) fino a 300
mm (12”) e portate da 600 a 1800 m 3/h. Di volta
in volta vengono studiate soluzioni diverse e di mag-
gior portata per soddisfare particolari esigenze.

POMPE MONCALVI
La Draghe Lario® ha acquisito la disponibilità di
ricambi ed attrezzature inerenti il dragaggio già
appartenute alla nota Casa pavese “Moncalvi”.
Da ciò discende l’utilizzazione della linea di
pompe corazzate di questa marca che ha comu-
nemente impiego nell’equipaggiamento di draghe
a pompa e gruppi motopompa vari.
Disponiamo quindi di ricambi eseguiti nei mate-
riali originari, oppure con quelli previsti dalle tec-
niche più recenti.

HORIZONTAL SHAFT PUMPS
Our horizontal shaft pumps are particularly popu-
lar thanks to their simple yet hard-wearing design.
They are suitable for use on suction dredgers exca-
vating quarry aggregates and carrying out sea
and port dredging. In addition to driving separa-
tors, they may also be used for the long distance
pumping of liquid and mineral mixtures, as well as
for pumping  water containing sand, gravel, silt
and clay.
Although usually installed under heads, where this
is not feasible the pumps can be fitted by means
of special standing valves. 
The wide product range includes horizontal pumps
with delivery outlets of between 75 mm ( 3”) to
500 mm ( 20”) and with flow rates of between 60
and 4,000 m3/h.

VERTICAL SHAFT PUMPS
Our vertical shaft pumps, deriving from their hori-
zontal counterparts, are exceptionally hard-wea-
ring and are regularly used in foundries, as well
as in metal-working and chemical industries,
thanks to their ability to pump water mixtures con-
taining metal chips. 
Pump design ensures that the liquid to be pumped
is mixed constantly to prevent solids settling on the
floor of the sump, where the pump is generally
installed. 
The current extensive range includes models with
delivery outlets of between 75 mm (3”) and 180
mm (7”) and with flow rates of between 60 and
500 m3/h.

SPECIAL UNDERWATER PUMPS
These safe and versatile pumps have been spe-
cially-designed to work under water at depths of
up to 80 metres, making them ideal for submerged
pipe and cable laying and for improving the per-
formance and output of both standard and special
purpose dredgers. The smaller version can be fit-
ted directly onto the excavating arm of a hydrau-
lic excavator in order to improve cost efficiency in
small-scale land reclamation and material removal
projects.  
The range of underwater pumps features models
with delivery outlets of between 75 mm (3”) and
300 mm (7”) with flow rates of between 600 and
1800 m3/h.
Purpose-designed pumps can also be manufactu-
red on the basis of customer requirements. 

MONCALVI PUMPS
Draghe Lario® is also able to supply Moncalvi
equipment, such as ironclad pumps, for use on
dredgers and in conjunction with a range of pum-
ping units. Moncalvi users can choose between
original spare parts and newly manufactured high-
tech alternatives.            

PRESTAZIONI E CARATTERISTICHE TECNICHE POMPE LARIO® / LARIO® PUMP TECHNICAL CHARACTERISTIC AND PERFORMANCE

Pompa PD / PD pump 75 125 150 180 200 250 300 350 400 450 500
Pompa PDV / PDV pump 75 125 150 180
Ø Mandata / Ø Delivery mm 82,5 125 150 183 207 260 310 352 401 440 492

Ø Aspirazione / Ø Suction mm 100 125 183 207 230 310 352 401 440 492 540
Passaggio solido max / Solid max size mm 40 60 90 100 125 160 200 230 260 300 340

Ø Girante / Ø Impeller mm 290 360 460 565 660 760 920 1020 1120 1250 1380
Peso / Weight ton 0,25 0,38 0,83 1,3 1,9 2,9 4,5 6,5 9 12 16

Prevalenza manom. totale / Manometric height m 35 35 40 38 38 38 40 40 42 42 42
Portata minima miscela / Min. delivery mc/h 60 85 190 290 370 570 800 1050 1350 1650 2000

Portata max. miscela / Max delivery mc/h 100 150 330 500 640 1000 1400 1800 2400 2900 3600
Portata indicativa in solido / Approximate solid delivery mc/h 15 25 60 90 110 175 240 300 400 500 600

INGOMBRI POMPE DRAGANTI LARIO® / LARIO® DREDGING PUMPS DIMENSIONS

PD A B C D E F G H I L M N O P Q
75 250 185 220 240 835 160 410 - 410 - 250 80 82,5 100 45
125 300 245 285 315 965,5 190 460 270 425 480 250 90 125 125 48
150 380 305 400 400 1190 260 560 350 520 620 335 120 150 180 65
180 450 370 450 480 1360 290 660 425 630 730 400 135 180 200 75
200 520 433,5 500 565 1582 322 800 475 760 900 460 160 207 230 95
250 610 507 600 660 1833 362,5 950 550 870 1000 525 185 254 300 105
300 740 610 710 790 2047,5 430 1050 670 1030 1260 630 200 300 350 120
350 840 685 780 900 2300 460 590x2 750 1130 1400 670 215 350 400 135
400 905 760 875 1000 2615 540 675x2 800 1250 1650 750 230 400 450 140

DIAGRAMMA DI SELEZIONE POMPE TIPO LARIO® / LARIO® PUMPS SELECTION DIAGRAM (ACQUA PULITA)  / (CLEAR WATER)
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